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KP_1066S Impulse Test Generator

Technical Specification Document

Product overview:

The KP-1066S impulse voltage generator, as a testing instrument

specifically designed for electrical safety testing, can precisely generate

pulse signals and high-voltage direct current signals. It complies with the

standards of GB4943.1, IEC62368-1 Appendix D.3 Electronic Pulse Test

Generator, and is one of the indispensable equipment for electrical

safety testing.

This model of impulse voltage generator is equipped with a PLC

programmable controller as its core. It is also equipped with a color

touch screen, which is used to visually display and set all working
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parameters and instrument status. Its user-friendly design makes the

operation interface simple and clear. Even in the case of power failure, it

can remember various parameters, greatly enhancing the convenience of

use. In terms of safety performance, this model of pulse voltage testing

machine is equipped with an overvoltage protection device, effectively

ensuring the stable operation of the instrument during the testing

process and ensuring the safety and reliability of the testing work. In

addition, it also has the characteristics of simple operation, excellent

performance, high reliability and good cost-effectiveness. Therefore, it is

highly favored by electrical safety testing laboratories and electronic and

electrical manufacturing enterprises, and has become their preferred

tool for conducting electrical safety tests.

Technical index

Technical project Parameters

Complies with standards GB4943.1、IEC62368-1

Test pulse circuit
Appendix D.3 electronic pulse

generator circuit

Output surge voltage 0.5—3KV, Resolution: 0.01KV

Output waveform voltage

accuracy
±5%±3
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Capacitance 0.42uF

Discharge time Adjustable from 1 to 99 seconds

Number of tests 1 - 999 times, accuracy±1 count

Input power AC 220V±10%，50Hz/60Hz

Overall dimensions 480*460*200mm

Weight Approximately 10 kg
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